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Cavity closers

Stainless steel

DPC MIN 150mm

above ground level .
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Steel beams to
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Two layers of insulation quilt
Layer one - 100mm thick
Layer two - 170mm thick

150x50mm SW celling
Joists at 400mm centres

Cavity Walls:
103mm facing brickwork outer
skin, 90mm nsulated cavity and
100mm blockwork inner skin
90mm thick insulation batts to
provide a minimum U Value of
0.30W/NZK.

30mm insulation
offuts to perimeter
DPM turned up wall

Living Room

Steel beams to
engineers detalls

Dining Room

Velux roof light complete
with all proprietary aprons
Rashings

Cavity walls:
103mm facing brickwork outer

skin, 90mm nsulated cavity and

100mm bloclowork inner skin
90mm thick insulation batts to
provide a minimum U Value of
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Mass concrete trench fil
foundations 600mm wide. Final
design to be determined on site In
—— accordance with the appoints
building inspectors.
ommendations once ground
been established,

Ground floor construction
5mm reinforced sand:cement screed
8omm insulation batts.

12006 polythene DPM

100mm concrete oversite

12006 polythene DPM

25mm sand biinding.

150mm consolidated hardcore.

Ground floor to achelve a minimum
U Value of 0.22W/M2K
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